Instructions for Startup of the Civil Air Patrol D90 Photography Kit

Charge the Nikon D90 camera batteries. One battery is in the camera power pack.
The second battery is stored next to the camera. Refer to the Nikon D90
instruction manual for charging instructions.

The “D90 Checklist and Operations Manual” is located behind the top-cover foam
liner. Read the manual thoroughly before operating any of the devices contained
within the Kit.

It may be necessary to format the camera memory card the first time the camera
is turned on. The D90 Instruction Manual provides details on card formatting.

Several CD’s are stored in the Kit just below the plastic pouch that contains
instruction manuals.

One CD contains Nikon’s latest image processing software. Most CAP Wings
are using Nikon’s Picture Project software. The D90 will work fine with that
software. It is not necessary to install the image processing that comes with
the D90 Kit.

There is a mini-CD disk labeled “Plus Cable, Conversor USB para porta
serial”. This mini-disk contains the driver for the 9-pin serial to USB cable.
This cable is paired with the Garmin GPS to 9-pin serial cable. It will not be
needed if the target computer has a 9-pin serial port. It is installed on a
target computer that only has USB serial ports so as to allow downloading
of GPS track logs.

Check each device for proper operation. Follow instructions contained within
the “D90 Checklist and Operations Manual”. Devices were not tested at
National Headquarters prior to shipping to the field. Contact National
Headquarters DO via email for instructions as to what to do with devices that
do not work. The email address is: dos@capnhg.gov.

The NHQ would like to especially thank Lt Col Edmund Smith from the CAP
Advanced Technology Group for the countless hours he put into researching
and indentifying all the items for this camera kit plus for developing the
checklist and operations manual.
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