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When we think about the dangers of icing, the first
thing that comes to mind is usually airframe ice—but
carburetor ice, its insidious and often forgotten
cousin, can be just as deadly, having contributed to
more than 200 accidents and 13 fatalities in less than
a decade. As with most risks in flying, though, the
keys to combating carb ice are simple: understanding
the danger, recognizing the symptoms, and taking
prompt action.

The Problem
At a basic level, carburetor ice is a product of three inter-
related factors:

1) Air temperature

2) Relative humidity
3) Carburetor design
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The carburetor’s job is simple: It blends fuel and air to-
gether in the correct ratio before sending it to the engine
in the proper quantity. To do this, it draws air through a
narrow, curved passageway called a venturi. Much like
air flowing over the curved upper surface of a wing, air
moving through a venturi speeds up as its pressure de-
creases. When fuel is injected into this fast, low-pressure
airstream, it vaporizes, and the resulting mixture of at-
omized fuel and air flows to the cylinders.

But there’s a problem. The vaporization of the fuel and
the pressure change induced by the venturi together
cause the air passing through the carburetor to cool
rapidly—in some cases, by as much as 70 degrees Fahren-
heit. If this lowers the air temperature past the freezing
point, and if the incoming air is moist (i.e., humid)
enough, ice can begin to form on the inner surfaces of the
carburetor. As the ice accumulates, it restricts the flow of
the fuel/air mixture to the engine, leading to a reduction
in power as the engine is essentially “starved.” If the situa-
tion isn't remedied, the engine may lose power entirely.

Rapid cooling:
Carb icing

Carb heat
activated: Melting
carb ice
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The “Danger Zone”

Although you may have heard that only a specific set of
conditions lead to carb ice, the truth is that most of us fly
inside the “danger zone” on a regular basis.

Carb ice can form over a wide range of outside air tem-
peratures and relative humidities. While the word “icing”
typically brings to mind blustery winds and frigid condi-
tions, carb ice can form when outside temperatures are
as high as 100 degrees Fahrenheit with 50 percent rela-
tive humidity. At the other end of the spectrum, the risk
doesn’t go away until the humidity falls below roughly 25
percent and/or the outside air temperature drops well
below freezing.

In other words, carb ice can form at pretty much any
time, in any phase of flight.

On a mid-June morning in western North Car-
olina, a flight instructor and the owner of a

Cessna 182 ventured out for a training flight. A
weather station 13 nautical miles to the south-

east reported visual meteorological conditions
(VMC) with a temperature of 80°F and a dew
point of 45°F The relative humidity was 28 per-
cent. Shortly after departure the engine lost
power, and the pilot attempted to stretch a
power-off glide to a nearby grass strip. The air-
plane impacted tree branches before it stalled,
and subsequently impacted the runway envi-
ronment. The NTSB determined one of the
probable causes of the accident to be carb icing
that led to a loss of engine power.
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Flight Conditions

Of course, just because carb ice can form over a wide
range of temperatures doesn’t mean that it always will. In
reality, certain situations are considerably riskier than oth-
ers. |cing is most likely to occur—and to be severe—when
temperatures fall roughly between 50 and 70 degrees F
and the relative humidity is greater than 60 percent.

Likewise, certain flight conditions carry greater risks. As
engine power is reduced, airflow is restricted and ambi-
ent heat is lessened. This makes low-power operations
like descents considerably more prone to carb ice.
Certain aircraft types are also more prone to ice than oth-
ers. For example, the pilot's operating handbook (POH)
for many single-engine Cessnas calls for the pilot to apply
carb heat whenever power is reduced below the green
arc on the tachometer. Most Piper singles, however, aren't
subject to this restriction, even when equipped with simi-
lar engines and carburetors. Why? Because differences in
airflow and engine heat due to cowling design and other
factors affect the formation of carb ice. Still, no aircraft
with a carbureted engine is immune to carb ice.

A flight instructor and student were in a Cessha 172
working on routine traffic patterns at their home
airport. The student was performing the before-
landing checklist when he became distracted and
forgot to turn on the carb heat for descent. The in-
structor noted the error, but allowed the student to
proceed without carb heat. After landing, the in-
structor took the controls and initiated a climb-out,
at which point the engine noise changed and the
airplane stopped accelerating. Only when the in-
structor applied full carb heat did the engine roar
back to life.

Diminishing Returns

Now that we know when carb ice can occur, it's impor-
tant to know and recognize the indications that point to
existing carb ice.

The classic symptoms of carb ice are reduced power and a
rough-running engine. In aircraft with fixed pitch
propellers, the first indication is typically a small decrease in
engine rpm. Although the engine may still be running
smoothly at this point, as ice continues to accumulate the
reduction in rpm will continue and the engine will begin to
run rough. If the icing conditions are severe enough, and the
pilot takes no remedial action, the engine will eventually fail.
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The same applies to airplanes with constant-speed pro-
pellers, with one important exception: The manifold
pressure gauge, rather than the tachometer, should be
the focal point for early indications of carb ice. Precise
power settmgs, a consistent instrument scan, and atten-
tive ears can all alert you to the subtle changes in engine
performance. You may also want to consider installing a
carburetor air temperature gauge to assist in recognizing
conditions conducive to icing.

The Remedy

Although carb ice can form any time, under any number
of different circumstances, the remedy is always the
same: carb heat. Consult your airplane’s POH or flight
manual for specifics on using carb heat, but remember
this general rule: It’s far better to use full carb heat too
soon, than to wait until it’s too late.

When carb heat is applied, unfiltered air that's been
heated by the exhaust manifold is routed into the carbu-
retor, melting any ice that may have formed. As the ice
melts, water is intermixed with the air/fuel mixture, caus-
ing the engine to run rough. Be patient: This increased
engine roughness may last several seconds to a few min-
utes as the ice melts. Once the ice is clear and the en-
gine is operating normally, be sure to turn off the carb
heat to restore full power.

At the first indication of carb ice:

1) Full carb heat ON (partial application could
cause additional carb icing)

2) Leave carb heat ON until normal engine power
returns

3) Monitor engine power and re-apply carb heat as
necessary

Remember, when carb heat is applied, the warmer

air will inherently cause a reduction in engine power.

Preventive Steps

During your preflight run-up, carb heat should be ap-
plied fully to ensure that it’s functioning properly. As
warm air is routed to the carburetor, you should see a
small reduction in rpm on aircraft with fixed-pitch pro-
pellers, and a slight reduction in manifold pressure for
those with constant-speed props. If no ice is present, the
rpm or manifold pressure will remain constant. If ice ex-
ists, however, there will be a gradual increase in engine
power as the water from the melting ice is purged from
the system.

If much time elapses between the carb heat check and
takeoff (especially in conditions conducive to carb icing),
you may want to consider performing another check just
prior to departure. Carb heat should not be left on while
taxiing, however, because the unfiltered air could allow
foreign debris to be introduced to the engine.

Preceding reduced power or closed throttle operations,
full carb heat should be applied (unless the aircraft's
POH states otherwise). The warm air will aid in the pre-
vention of carb ice—as will an occasional application of
throttle to clear the engine. Again, it's best to err on the
side of caution when it comes to carb ice.

In extreme cases of in-flight ice, it may be necessary to
continue operating with full carb heat to prevent further
ice formation. In this case the mixture should be leaned
to compensate for the warmer, less dense intake air,
which can cause an excessively rich fuel/air mixture.

Wherever your flying takes you, always be aware of the
“danger zone" of carb icing. Preflight prevention, alert-
ness to early indications and a prompt, correct response
and out of the

to carb ice will keep you safely in the air
NTSB accident database.
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Winter Driving Tips E! ' www.AAAExchange.com

Severe weather can be both frightening and dangerous for
automobile travel. Motorists should know the safety rules for
dealing with winter road emergaas. AAA reminds motorists to
be cautious while driving in adverse weather. For more
information on winter driving, the association offers ithav to G¢
on Ice and Snowrochure, available through most AAA offices
Contact your locahAA representativéor more information.

AAA recommends the following winter driving tips:

=

Avoid driving while you're fatigued. Getting the proper amount of r est before taking
on winter weather tasks reduces driving risks.

Never warm up a vehicle in an enclosed area, such as a garage.

Make certain your tires are properly inflated.

Never mix radial tires with other tire types.

Keep your gas tank at least hal f full to avoid gas line freeze -up.

If possible, avoid using your parking brake in cold, rainy and snowy weather.

Do not use cruise control when driving on any slippery surface (wet, ice, sand).

Always look and steer where you want to go.

Use your seat belt every time you get into your vehicle.
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Tips for long-distance winter trips:

1 Watch weather reports prior to a long -distance drive or before driving in isolated
areas. Delay trips when especially bad weather is expected. If you must leave, let
others know your route, destination and estimated time of arrival.

1 Always make sure your vehicle is in peak operating condition by having it inspected by

a AAA Approved Auto Repair facility.

Keep at least half a tank of gasoline in your vehicle at all times.

Pack a cellular telephone with your local AAA's telephone number, plus blankets,

gloves, hats, food, water and any needed medication in your vehicle.

I If you become snow -bound, stay with your vehicle. It provides temporary shelter and

makes it easier for re  scuers to locate you. Don't try to walk in a severe storm. It's

easy to lose sight of your vehicle in blowing snow and become lost.

Don't over exert yourself if you try to push or dig your vehicle out of the snow.

Tie a brightly colored cloth to the ante nna or place a cloth at the top of a rolled up

window to signal distress. At night, keep the dome light on if possible. It only uses a

small amount of electricity and will make it easier for rescuers to find you.

I Make sure the exhaust pipe isn't clogged w ith snow, ice or mud. A blocked exhaust
could cause deadly carbon monoxide gas to leak into the passenger compartment with
the engine running.

I Use whatever is available to insulate your body from the cold. This could include floor
mats, newspapers or pape r maps.

9 If possible run the engine and heater just long enough to remove the chill and to
conserve gasoline.
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Tips for driving in the snow:

1 Accelerate and decelerate slowly. Applying the gas slowly to accelerate is the best
method for regainin g traction and avoiding skids. Don't try to get moving in a hurry.
And take time to slow down for a stoplight. Remember: It takes longer to slow down
on icy roads.
9 Drive slowly. Everything takes longer on snow -covered roads. Accelerating, stopping,
turnin g - nothing happens as quickly as on dry pavement. Give yourself time to
maneuver by driving slowly.
I The normal dry pavement following distance of three to four seconds should be
increased to eight to ten seconds. This increased margin of safety will prov ide the
longer distance needed if you have to stop.
1 Know your brakes. Whether you have antilock brakes or not, the best way to stop is
threshold breaking. Keep the heel of your foot on the floor and use the ball of your foot
to apply firm, steady pressure on the brake pedal.
9 Don't stop if you can avoid it. There's a big difference in the amount of inertia it takes
to start moving from a full stop versus how much it takes to get moving while still
rolling. If you can slow down enough to keep rolling until a traffic light changes, do it.
1 Don't power up hills. Applying extra gas on snow -covered roads just starts your wheels
spinning. Try to get a little inertia going before you reach the hill and let that inertia
carry you to the top. As you reach the crest of the hill, reduce your speed and proceed
down hill as slowly as possible.
1 Don't stop going up a hill. There's nothing worse than trying to get m oving up a hill on
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s not too early to begin preparing for the heating season.
Check these 10 tips off your list and get ahead of the winter freeze.

™) Our furnace has been inspected and serviced by a qualified professional during the last
12 months. (A furnace should be serviced at least once a year.)

™) Our chimneys and vents have been cleaned and inspected by a qualified professional.
| have checked for creosote build-up. (Not cleaning your chimney is the leading cause of
chimney fires from built up creosote. This service needs to be done at least once a year.)

™) Our wood for our fireplace or wood stove is dry, seasoned wood.

1 Our fireplace screen is metal or heat-tempered glass, in good condition and secure in
its position in front of the fireplace.

~J We have a covered metal container ready to use to dispose cooled ashes. (The ash
container should be kept at least 10 feet from the home and any nearby buildings.)

™1 Our children know to stay at least 3 feet away from the fireplace, wood/pellet stove,
oil stove or other space heaters.

) Our portable space heaters have an automatic shut-off.

™) Our portable space heaters will be plugged directly into an outlet (not an extension
cord) and placed at least three feet from anything that can burn; like bedding, paper,
walls, and even people. (Place notes throughout your home to remind you to turn-off
portable heaters when you leave a room or go to bed.)

1 We have tested our smoke alarms and made
sure they are working. (You need a smoke
alarm on every level of the home, inside each
bedroom and outside each sleeping area. For
the best protection, the smoke alarms should be
interconnected so when one sounds, they
all sound.)

~J We have tested our carbon monoxide alarms
and made sure they are working. (Carbon
monoxide alarms should be located outside each -
sleeping area and on every level of the home.)
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